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PRODUCTIVITY 

• �Dual slide-out extension deck package 
1.52 m (5 ft) front and 1.22 m (4 ft) rear

• 7.30 m super deck extension package*
• �Automatic levelling hydraulic  

outriggers (GS™-3390 & GS™-4390)
• �Oscillating axle (GS™-4390 & 
	 GS™-5390)
• Air line to platform
• Non-marking, foam filled tyres
• High flotation, foam filled tyres
• Dual flashing beacons
• Motion alarm
• Platform work lights
*Standard in UK 

POWER

• Ford petrol/LPG 75 hp (56 kW) 
• 2000 watt generator (110 V / 60 Hz)
• Cold weather packages for all engines 
• Hydraulic oil cooler 
• Diesel scrubber/spark arrestor
• Diesel spark arrestor (without scrubber)
• LPG steel tank only, 15 kg (33.5 lb) 
capacity 
• LPG tank kit (carrier with tank) 

 OPTIONS & ACCESSORIES

Features

MEASUREMENTS
GS™-3390 RT
• 12.06 m (39 ft) working height
• Up to 1,134 kg (2,500 lb) lift capacity

GS™-4390 RT
• 15.11 m (49 ft) working height
• Up to 680 kg (1,500 lb) lift capacity

GS™-5390 RT
• 18.15 m (59 ft) working height 
• Up to 680 kg (1,500 lb) lift capacity

PRODUCTIVITY

•  3.94 x 1.83 m (12 ft 11.25 in x 6 ft) 
steel platform 
• �1.52 m (5 ft) slide-out extension  

deck 
• �Diamond plate deck 
• Proportional lift and drive
• Onboard diagnostic system
• AC power to platform
• Two self-closing gates
• �4 x 4 
• �Automatic levelling hydraulic  

outriggers (GS™-5390) 
• �Oscillating axle (GS™-3390) 
• Positive traction control
• Four-wheel braking 
• Slide-out engine tray
• Foam-filled rough terrain tyres
• Tilt sensor with audible alarm
• Descent alarm
• Horn
• Hour meter
• Certified load sensor

  STANDARD FEATURES

POWER 

• Deutz diesel 49 hp (36 kW)

GSTM-3390RT, GSTM-4390RT & GSTM-5390RT
SELF-PROPELLED SCISSOR LIFTS
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Middle East 
Terex Middle East 
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U.A.E. 
Tel: +971 4 339 1800 
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Genie United States 
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