SELF-PROPELLED ARTICULATING BOOMS

Z"-30/20N & Z2"-30/20N RJ

Specifications

MODELS Z"-30/20N Z™-30/20N RJ
|
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* The metric equivalent of working height adds 2 m to platform height. U.S. adds 6 ft to platform height.
**In lift mode *(platform raised), the machine is designed to operated on firm, level surfaces only.
*** Gradeability applies to driving on slopes. See Operator’s Manual for details regarding slope ratings.
**** Weight will vary depending on options and/or country standards.
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Gmie SELF-PROPELLED ARTICULATING BOOMS

Z"-30/20N & Z"-30/20N RJ

Features

S CONFIGURED TO MEET
DUR DS

PLATFORM
e Steel 1.17 m (3 ft 10 in) (standard)

JIB OPTIONS

® 1.22 m (4 ft) jib boom

e 1.22 m (4 ft) horizontal rotating
jib boom

POWER

e 48 V DC power source

DRIVE
°e2x4

TYRES
e Solid rubber non-marking

STANDARD FEATURES

MEASUREMENTS

Z™-30N

¢ 11.14 m (36 ft) working height

¢ 6.53 m (21 ft 5 in) horizontal reach

e 3.86 m (12 ft 8 in) up-and-over
clearance

e Up to 227 kg (500 Ib) lift capacity

Z™-30N RJ
¢ 10.89 m (35 ft 2 in) working height
e 6.25 m (20 ft 6 in) horizontal reach

e 3.86 m (12 ft 8 in) up-and-over
clearance

e Up to 227 kg (500 Ib) lift capacity

PRODUCTIVITY

e 1.22 m (4 ft) jib boom with 139° working
range

e Self-levelling platform

e Hydraulic platform rotation

e Fully proportional controls

e Thumb rocker steer

e Drive enable

e AC power to platform

e Horn

e Hour meter

e Tilt alarm

e Descent & travel alarms

e 355° non-continuous turntable rotation

e Zero tailswing and front arm swing

e Sep-Ex drive system

e Certified load sensor

POWER

e 48 V DC deep cycle battery pack
e 24 'V DC auxiliary power
e 25 Amp 48 V battery charger

OPTIONS & ACCESSORIES
PRODUCTIVITY

e Platform swing gate

e Half-mesh platform inserts with
swing gate

e Air line to platform

e Deluxe aircraft protection package
(Z30N only)

e Fire resistant hydraulic oil

¢ Biodegradable hydraulic oil

e Tool tray

e Fluorescent tube caddy

¢ Pipe cradle (pair)

¢ Flashing beacon

e Platform work lights

e [ ockable platform control box cover

e Front driving lights

POWER

e Battery charge indicator (BCI)
e | ow voltage interrupt with BCI
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Effective date: August, 2008. Product specifications are subject to change without notice or obligation. The photographs and/or drawings in this document are for illustrative purposes only. Refer to the appropriate Operator’s Manual for
instructions on the proper use of this equipment. Failure to follow the appropriate Operator’s Manual when using our equipment or to otherwise act irresponsibly may result in serious injury or death. The only warranty applicable to our
equipment is the standard written warranty applicable to the particular product and sale and we make no other warranty, expressed or implied. Products and services listed may be trademarks, service marks or trade-names of Terex
Corporation, Genie Industries, Inc. and/or their subsidiaries in the U.S.A. and many other countries and all rights are reserved. Terex is a Registered Trademark of Terex Corporation in the U.S.A. and many other countries. Genie is a Registered
Trademark of Genie Industries, Inc in the U.S.A. and many other countries. Genie is a Terex Company. Copyright 2008 Terex Corporation .. -
www.genieindustries.com
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