


600A Narrow
Platform height 18.42 m

Horizontal outreach 12.07 m

Up and over height 8.09 m

Swing (continuous) 360°

Platform capacity … unrestricted 230 kg

Platform rotator (hydraulic) 180°

Jib … overall length „

Jib - range of articulation „

A. Platform size 0.91 m x 1.83 m

B. Overall width 2.45 m

C. Tailswing … working condition Zero

D. Stowed height 2.53 m

E. Stowed length 8.05 m

F. Wheelbase 2.44 m

G. Ground clearance 0.30 m

Machine weight 1 10,330 kg

Maximum ground bearing pressure 5.40 kg/cm 2

Drive speed 2WD 6.8 km/h

Drive speed 4WD 6.8 km/h

Gradeability 2WD 30%

Gradeability 4WD 45%

Tyres
IN 355/55 D625 

Foam Filled

Axle oscillation 0.20 m  2

Turning radius … inside 2WS 3.30 m

Turning radius … inside 4WS 1.46 m

Turning radius … outside 2WS 5.56 m

Turning radius … outside 4WS 3.73 m

Diesel engine … Deutz D2011L04 37 kW

Diesel engine … (option) CAT 3.4 47 kW

Fuel tank capacity 114 L

Hydraulic reservoir 139 L

Auxiliary power 12V DC
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Articulating Boom Lifts JLG Model 600A Narrow 

1 Certain options or country standards may increase weight and/or dimensions.
2 Optional.
3 With EGR.
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